
DimensionsSpecifications

Features

Unit : mm/ inch

Order Information

* The rights of all brand names, product names and trademarks belong to their respective owners.

UE-1004 4-port USB 3.0 Host Adapter with 4 Independent USB 3.0 Controllers

� 4 Independent USB 3.0 controllers
� Smart Current Protection : 900mA/ 1500mA
� Remote Power-on/ Power-off Management by each port

(Optional)
� 4 USB 3.0 ports
� USB 3.0 Rev. 1.0 compliant
� Intel® xHCI Rev. 1.0 compliant
� PCI Express x4 Interface

PCI Express 4-port USB Expansion Card, PCI Express x4, 4 Independent USB 3.0

USB
Interface PCI Express x4

Controller 4 Renesas μPD720202 Host Controller

Connector 4 USB 3.0 Type-A Connector

Current Protection User-configurable 900mA/1500mA per port current 
limit (Jumper)

Data Rate Super Speed (5Gbps)/ High Speed (480Mbps)/ Full 
Speed (12Mbps)/ Low Speed (1.5Mbps)

Mechanical
Dimensions 
(W x L) 168mm x 121mm (6.6" x 4.8")

Environment
Operating 
Temperature 0°C to 70°C (32°F to 158°F)

Storage 
Temperature -40°C to 85°C (-40°F to185°F)

EMC CE, FCC

167.7 (6.6”)

180.4 (7.1”)

98
.4

 (3
.9

”)

11
1.

2 
(4

.4
”)

21.1 (0.8”)

19
.1

 (0
.8

”)

12
1.

0 
(4

.8
”)

UE-1004 EXPANSION CARD

70º




